
Fixed Frame has unparalleled flatness when
compared to most screens making it an ideal
choice for ultra/short throw projectors. It’s 4K fabric
enhances image contrast for places with ambient
lighting.

Fixed Frame

Specifications
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Fix72 1m6 x 0.9m 63x35 Fix72T 1m6 x 0.9m 63x35 Fix72U 1m6 x 0.9m 63x35

Fix84 1m86x1m05 73x41 Fix84T 1m86x1m05 73x41 Fix84U 1m86x1m05 73x41

Fix92 2m03 x 1m14 80x45 Fix92T 2m03 x 1m14 80x45 Fix92U 2m03 x 1m14 80x45

Fix100 2m21 x 1m25 87x49 Fix100T 2m21 x 1m25 87x49 Fix100U 2m21 x 1m25 87x49

Fix106 2m35 x 1m32 92x52 Fix106T 2m35 x 1m32 92x52 Fix106U 2m35 x 1m32 92x52

Fix120 2m66 x 1m49 105x59 Fix120T 2m66 x 1m49 105x59 Fix120U 2m66 x 1m49 105x59

Fix133 2m94x1m66 116x65 Fix133T 2m94x1m66 116x65 Fix133U 2m94x1m66 116x65

Fix150 3m32 x 1m87 131x74 Fix150T 3m32 x 1m87 131x74 Fix150U 3m32 x 1m87 131x74

Fix180 3m98x2m24 15x88

Fix200 4m43 x 2m49 174x98

Fix250 5m53 x 3m11 218x123

Fix300 6m64x3m74 261x147

4K PVC White Ultra Short ( SBSP) Ultra Pet crystal fabric (CBSP)
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DALITE


